
Minimalistic and Ultra-narrow
Media Facade Application
LED Linear Light

Features

LL16

performance and higher reliability.

splicing of uniform light.

Light Distribution Curve 

Dimensions

Specifications

Power Consumption 12W 12W 15W

Luminous Flux 300  lm @4000K

Color Temperature 2700K/3000K/4000K/5000K/5700K/6500K RGB RGBW

Beam Angle (50%Imax) 130°

LED Brand CREE / NICHIA / OSRAM / LUMILEDS

Input Voltage DC24V

Protection Class IEC III

Control DMX / ON-OFF DMX DMX 

Pixel 8

Finish Powder coating/Anodizing

Housing Extruded aluminum 6063

Cover High strength optical PC

IP Rating IP65

IK Rating IK10

Mounting Buckle

Operating Temperature  -35° C  ~ 60° C(-31° F  ~ 140° F)

Storage Temperature  -40° C  ~ 70° C(-40° F ~ 158° F)

Lifespan >50,000Hrs(Ta=35° C@L70)

CE / RoHS / EMC

RAL7012 RAL9006 RAL9003



Minimalistic and Uniform Light
Media Facade Application
LED Linear Light

Features

LL22

glass.

splicing of uniform light.

Light Distribution Curve 

Dimensions

Specifications

Power Consumption 12W / 16W

Luminous Flux 480  lm @4000K

Color Temperature 2700K/3000K/4000K/5000K/5700K/6500K

Beam Angle (50%Imax) 120°

LED Brand CREE / NICHIA / OSRAM / LUMILEDS

Input Voltage DC24V

Protection Class IEC  III

Control DMX/ ON-OFF 

Pixel 12

Finish Powder coating/Anodizing

Housing Extruded aluminum 6063

Cover Toughened glass

IP Rating IP66

IK Rating IK06

Mounting Buckle

Operating Temperature  -35° C  ~ 60° C(-22° F  ~ 122° F)

Storage Temperature  -40° C  ~ 70° C(-40° F ~ 158° F)

Lifespan >50,000Hrs(Ta=35° C@L70)

CE / RoHS / EMC

RAL7012 RAL9006 RAL9003



Wide Visual Angle
Media Facade Application
LED Linear Light

Features

LL25

performance and higher reliability.

splicing of uniform light.

Light Distribution Curve 

Dimensions

Specifications

Power Consumption 12W 12W 15W

Luminous Flux 840  lm @4000K

Color Temperature 2700K/3000K/4000K/5000K/5700K/6500K RGB RGBW

Beam Angle (50%Imax) 150°

LED Brand CREE / NICHIA / OSRAM / LUMILEDS

Input Voltage DC24V / DC48V

Protection Class IEC III

Control DMX / ON-OFF DMX DMX 

Pixel 8

Finish Powder coating/Anodizing

Housing Extruded aluminum 6063

Cover High strength opticalPMMA

IP Rating IP65

IK Rating IK10

Mounting Buckle

Operating Temperature  -35° C  ~ 60° C(-31° F  ~ 140° F)

Storage Temperature  -40° C  ~ 70° C(-40° F ~ 158° F)

Lifespan >50,000Hrs(Ta=35° C@L70)

CE / RoHS / EMC

RAL7012 RAL9006 RAL9003



Minimalistic and High-brightness
Media Facade Application
LED Linear Light

Features

LL28

performance and higher reliability.

splicing of uniform light.

Light Distribution Curve 

Dimensions

Specifications

Power Consumption 12W 12W 15W

Luminous Flux 1020  lm @4000K

Color Temperature 2700K/3000K/4000K/5000K/5700K/6500K RGB RGBW

Beam Angle (50%Imax) 110°

LED Brand CREE / NICHIA / OSRAM / LUMILEDS

Input Voltage DC24V / DC48V

Protection Class IEC III

Control DMX / ON-OFF DMX DMX 

Pixel 8

Finish Powder coating/Anodizing

Housing Extruded aluminum 6063

Cover High strength opticalPMMA

IP Rating IP65

IK Rating IK10

Mounting Buckle

Operating Temperature  -35° C  ~ 60° C(-31° F  ~ 140° F)

Storage Temperature  -40° C  ~ 70° C(-40° F ~ 158° F)

Lifespan >50,000Hrs(Ta=35° C@L70)

CE / RoHS / EMC

RAL7012 RAL9006 RAL9003



Minimalistic and Uniform Light
Media Facade Application
LED Linear Light

Features

LL28H

performance and higher reliability.

splicing of uniform light.

Light Distribution Curve 

Dimensions

Specifications

Power Consumption 12W 12W 15W

Luminous Flux 720  lm @4000K

Color Temperature 2700K/3000K/4000K/5000K/5700K/6500K RGB RGBW

Beam Angle (50%Imax) 130°

LED Brand CREE / NICHIA / OSRAM / LUMILEDS

Input Voltage DC24V

Protection Class IEC III

Control DMX / ON-OFF DMX DMX

Pixel 8

Finish Powder coating/Anodizing

Housing Extruded aluminum 6063

Cover High strength optical PC

IP Rating IP65

IK Rating IK10

Mounting Buckle

Operating Temperature  -35° C  ~ 60° C(-31° F  ~ 140° F)

Storage Temperature  -40° C  ~ 70° C(-40° F ~ 158° F)

Lifespan >50,000Hrs(Ta=35° C@L70)

CE / RoHS / EMC

RAL7012 RAL9006 RAL9003



Wide Visual Angle
Media Facade Application
LED Linear Light

Features

LL30

performance and higher reliability.

splicing of uniform light.

Light Distribution Curve 

Dimensions

Specifications

Power Consumption 12W 12W 15W

Luminous Flux 870  lm @4000K

Color Temperature 2700K/3000K/4000K/5000K/5700K/6500K RGB RGBW

Beam Angle (50%Imax) 150°

LED Brand CREE / NICHIA / OSRAM / LUMILEDS

Input Voltage DC24V / DC48V

Protection Class IEC III

Control DMX / ON-OFF DMX DMX 

Pixel 8

Finish Powder coating/Anodizing

Housing Extruded aluminum 6063

Cover High strength optical PC

IP Rating IP65

IK Rating IK10

Mounting Buckle

Operating Temperature  -35° C  ~ 60° C(-31° F  ~ 140° F)

Storage Temperature  -40° C  ~ 70° C(-40° F ~ 158° F)

Lifespan >50,000Hrs(Ta=35° C@L70)

CE / RoHS / EMC

RAL7012 RAL9006 RAL9003


